
BLS seriesIndoor 

GET-BLS-MR16vr2.5

La serie de bulbos GET•LED de ONE 4 ALL es el remplazo ideal 
para las lámparas tradicionales ya que integra el gran poder del 
LED. Creando proyectos de iluminación amigables con el medio 
ambiente tenemos una amplia gama de  focos LED ideales para el 
cambio de loS focos en los hogares, oficinas, comercios, 
escuelas, hospitales , fabricas, etc...

• Diseño:  focos con una estética perfecta para cualquier 
arquitectura.

• Focos que generan poco calor al tacto , sin ruido  y con un ahorro 
de hasta el 90% en la factura de consumo de energía, amplios 
tipos de Watts disponibles así como luz blanca cálida y fria.

GET•LED SLS-BLS Series are designed to be the 
replacement of traditional lamps, incorporating LED lighting 
that gives a great saving. With a high power lighting and a 
low energy consumption. GET•LED is  mostly free of 
pollutants. Totally environment friendly.
With a wide range of products, including bulbs, ceiling 
panels and tubular lights, we're giving the best and largest 
energy saving solutions.

 Luminosidad  / Luminous Flux 
  

Chipsets GET•LED-BLS-MR16vr2.5 

Power Consumption 5 W 7W 
Beam Angle              10% 60° / 90° / 120°  

True White  CRI 75 400lm 460lm 
CRI 90 320lm 380lm 

Natural White CRI 75 380lm 440lm 
CRI 90 300lm 360lm 

Warm White  CRI 75 310lm 370lm 
CRI 90 250lm 270lm 

 All Chipset Luminous Flux 
Data are indicated in max values.  

 
Optical Characteristics 

Dominant Wavelength (nm) or Colour Temperature (K) 

Correlated Colour 
Temperature Min. Typ. Max. 

True White 4500K 6500K 10000K 
Natural White 4100K 4300K 4500K 
Warm White 2540K 3100K 3500K 

Características \ 

 

Especificaciones \ Specifications 
 

Item Specification Details 

Output 
Beam Angle 60°, 90°, 120° 
Colour Range TW / NW / WW 
Lumen Maintenance 30,000+ hours 

Electrical Input Voltage 12V  AC/DC  or 100 ~ 240V  AC 
Power Consumption 5, 7 Watts 

Physical 

Bases 

．GX 5.3 / GU 5.3 
．E26 / 24 (US) 
．E26 / 27 (EURO) 
．GU10 / GZ 10 
．EZ 10 
．E11 
．E12 
．E14 
．E17 
．B22D 
．BA15D 
．BA15S 

Weight 0.88 ~ 1.69 oz. (25 ~ 48 g) 
Lens Optics PMMA 
Operating 
Temperature -4° F to 104 ° F (-20°C to 40°C) 

Humidity 0 – 95%, non -condensing 

Certification 
and Safety 

Certifications CE, FCC, C -Tick, L VD , Laser Testing,  
KC Mark , REACH  

Environment 
Not for use in totally enclosed 
fixtures 
Suitable for damp location 

Warranty 3 years 
 Two Million Worldwide Product Liability Insurance. 
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Iluminación y Distancia \ Illuminance at Distance
 

BLS-MR16vr2.5 -5W-60D TW  -5W-90D TW -5W-90D WW 

    

BLS-MR16vr2.5 -5W-60D WW BLS-MR16vr2.5 BLS-MR16vr2.5

 

BLS-MR16vr2.5 -5W -120D TW  BLS-MR16vr2.5 -5W -120D WW  BLS-MR16vr2.5 -7W -60D TW  BLS-MR16vr2.5 -7W -60D WW  

    

BLS-MR16vr2.5 -7W -90D TW  BLS-MR16vr2.5 -7W -90D WW  BLS-MR16vr2.5-7W -120D TW  BLS-MR16vr2.5 -7W -120D WW  
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 Dimensiones \ Mechanical Dimensions

Design GX5.3 / GU 5.3 Design E26/24 (US) Design E26 / 27 (EURO) Design GU10/GZ10 Design E11 Design E14 (US) 

 

  
 

 
 

Design E14 (EURO) Design E17 Design B22D Design E12 (US) Design E12 (EURO) Design EZ10 

  
  

 

 

Design BA15D Design BA15S 

  
 

 

 

 

 

 

 


